
alarm devices

B/SE 24 - akustična zvočna naprava

FG 42 - požarni zvonec

BL 41 - utripajoča luč
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RWA-Odvod Dima in Toplote

Smoke- and Heat Vent Systems

Naravna ventilacija

Natural Ventilation Systems

Motorni pogoni

Drive Systems

Požarna vrata

Fire-door Control Systems

B/SE 24 / FG 42 / BL 41

Alarmne naprave

24VDC

Informacije o proizvodu Product Information

B/SE 24 - acoustical signal transmitter

FG 42 - fire bell

BL 41 - flashing light

B/SE 24

FG 42

BL 41
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Funkcije in delovanje Features

B/SE 24

FG 42

BL 41

- kusti 26
· : 10-28 VDC / 0,03 A
· : 80-116 dB, einstellbar
· : ø 92 mm, 75 mm
· : IP 54, :

- VdS- : G296013

-

- AM 44-Z
RZN 4100 RZN 4300

-
SF 43-A SF 43-AZ

-
· : 24 VDC / 0,03 A
· : 93 dB
· : ø 150 mm, 80 mm
· : IP 52, :

- max. 8 x FG 42 n 2- mper

- ,
· : 24 VDC / 0,25 A

-

- IP 54

a čna zvočna naprava z možnostjo izbora tonov
napajalna napetost
glasnost
dimenzije višina
zaščita barva  rdeča

št. certifikata

možnost povezave za proženje drugega tona

priporočljiva povezava z modulom za
in

možnost daljinskega reseta v povezavi z panelnimi
ploščicami ali

požarni zvonec za akustični alarm
napajalna napetost
glasnost i
dimenzije višina
zaščita barva rdeča

a a sko kontrolno ploščo

utripajoča luč siva z oranžnim pokrovom
napajalna napetost

primerna za montažo zunaj

zaščita

B/SE 24

FG 42

BL 41

- acoustical alarm transmitter with 26 selectable tones
· power supply: 10-28 VDC / 0.03 A
· loudness: 80-116 dB, adjustable
· dimensions: ø 92 mm, height 75 mm
· protective system: IP 54, colour red

- VdS-approval number: G296013

- connection possibility for triggering of a second tone

- additional module AM 44-Z required in
conjunction with RZN 4100 and RZN 4300

- possibility of remote cutoff in conjunction with general
display panel SF 43-A or SF 43-AZ

- fire bell for acoustical alarm
· power supply: 24 VDC / 0.03 A
· loudness: 93 dB
· dimensions: ø 150 mm, height 80 mm
· protective system: IP 52, colour red

- possibility of maximum 8 x FG 42 on 2-ampere-control panels

- flashing light, grey with orange dome
· power supply: 24 VDC / 0.25 A

- suitable for outside mounting

- protective system IP 54

Pridržujemo si pravico do tehničnih sprememb.

Rights to technical modifications reserved.

© 2012 D+H Mechatronic, Ammersbek
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B/SE 24 / FG 42 / BL 41

Obseg produktov Range of products

T pi

Type

Teža/kg

Weight/kg

Pripombe

Comment

Art.-Nr.

Ord.-No.

B/SE 24

FG 42

30.301.50

30.901.60

0,30

0,75

BL 41 30.901.00 0,25

B/SE 24 BL 41FG 42
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